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PL9810 / PL9810M   
Low Profile Round Amber  
Fixed or magnetic mounting available

PL9819 / PL9819M   
Round Amber  
Fixed or magnetic mounting available

Specifications:
Body Amber Polycarbonate

Mounting
Mild steel
(powder coated)

Wattage 36W
Voltage 12-24V DC
Flash  
Pattern

Single, Double, Quad,
Revolving Flashes

Standards
SAEJ845 Class 1
ECE R65

Dimension H75 x W148mm
Warranty 1 year

Specifications:
Body Amber Polycarbonate

Mounting
Mild steel
(powder coated)

Wattage 36W
Voltage 12-24V DC
Flash  
Pattern

Single, Double, Quad,
Revolving Flashes

Standards
SAEJ845 Class 1
ECE R65

Dimension H126 x W148mm
Warranty 1 year

LED Amber Beacons. 
See and be seen.
Flexible Drive offers a range of LED amber becons which meet the SAE J845 Class 1 
standard, suitable for on-road use for vehicles servicing the construction industry.



PL9820AAA / PL9820MAAA / PL9820SAAA   
Amber Mini-Bar Beacon 
Fixed, magnetic or single bolt mounting available

Specifications:
Body Amber Polycarbonate

Mounting
Mild steel
(powder coated)

Wattage 90W 
Voltage 12-24V DC
Flash  
Pattern

22 Different 
Flash Patterns

Standards

SAEJ845 Class 1
ECE R65 
EMC Approved (ECE R10)

Dimension L248 x W172 x H37mm 
Warranty 1 year
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To find out more about these products or our complete range of work lights contact your local sales team.


